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Graphic Repair

Sometimes graphic damage can be repaired; however, repaired graphics are not warranted. These
procedures are for information only.

Damage to Face of Graphic:

1. Trim and clean loose areas of film before patching.

2. Use a film or sheeting with pressure-sensitive adhesive, if possible. The color or gloss of the new
material will vary slightly due to weathering of the original material.

3. Cut the patches so they overlap all sides of the damaged area by at least 1/4 inch (6.4 mm).

4. Position the patch over the damaged area.

5. Hold in place at the top with a strip of Scotch Masking Tape.

6. Remove the paper liner.

7. Squeegee firmly into place using a plastic applicator.

8. Use heat such as from a heat gun to heat all edges of the patch, and then re-squeegee all edges.

Edge Damage

1. Trim loose edges back to the point where the adhesive is firmly adhered to the substrate.
2. Apply edge sealing, if desired. Edge sealant may help prevent further damage if the lifting is caused
by aggressive washing conditions.

Window Graphics

1. The use of the rear window wiper is not recommended when graphics of any kind are installed.
2. Rolling or sliding windows open is hot recommended when graphics of any kind are installed.

Please contact your customer service representative

for additional questions and/or clarification.

A COMPLETE SIGN SERVICE Sign Pro, Inc.
168 Stanley Street

New Britain, CT. 06051
WWW.Signpro-usa.com
1.860.229.1812




